
TR
-J

SW
BM

D1
.5

K-
10

TR
-J

SW
W

M
1K

-1
0

TR
-J

TW
R2

K-
15

TR
-J

TW
2K

-1
4

S U P P L Y I N G T H E W O R L D .

TRP International, LLC.

TRAILER FRAME JACKS

CAST-HEAD COUPLERS

GOOSENECK COUPLERS

STAMPED COUPLERS

TR-JTW2K-14 
2,000 lb. 
Lift Capacity 
Drop through 
bolt-on/weld-on, 
Travel = 14"
TR-JTW5K-15 
5,000 lb. 
Lift Capacity
Drop through 
bolt-on/weld-on, 
Travel = 15"

TR-JSWR2K-10 
2,000 lb. 
Lift Capacity
Side wind, 
Travel = 10"
TR-JSWR2K-15 
2,000 lb. 
Lift Capacity
Side wind, 
Travel = 15"

TR-JTWR2K-10 
2,000 lb. 
Lift Capacity 
Top wind,  
Travel = 10"
TR-JTWR2K-15 
2,000 lb. 
Lift Capacity
Top wind, 
Travel = 15"

SWIVEL, 
WELD-ON JACKS

SWIVEL, TUBE 
MOUNT JACKS

DIRECT WELD, 
LIGHT-DUTY JACKS

A-FRAME
JACKS

TR-JTWT5K-10 
5,000 lb. 
Lift Capacity
Top wind, 
Travel = 10"
TR-JTWT5K-15 
5,000 lb.  
Lift Capacity
Top wind swivel, 
Travel = 15"

A-FRAME
TR-CAC7K-2.00 
7,000 lb. Capacity 
2" Ball 
TR-CAC12.5K-2.31 
12,500 lb. Capacity 
2-15/16" Ball

MOUNTING BRACKET
TR-ACMB-6

15,000 lb. Capacity
6 Hole, 5 Position

ROUND & SQUARE ADJUSTABLE
GOOSENECK COUPLERS
TR-CGR25K-2.31 – 25,000 lb. Capacity 
2-15/16" Ball - Round
29" Retracted Height w/8" Travel 
4-1/2" Dia. Outer Tube / 4" Dia. Inner Tube

TR-CGR30K-2.31 – 30,000 lb. Capacity 
2-15/16" Ball - Round 
29" Retracted Height w/8" Travel 
4-1/2" Dia. Outer Tube / 4" Dia. Inner Tube

TR-CGS25K-2.31 – 25,000 lb. Capacity 
2-15/16" Ball - Square 
29" Retracted Height w/8" Travel 
4-1/2" Dia. Outer Tube / 4" Dia. Inner Tube

TR-AS7K-2.00-WO-DISC
7K, 2" Ball, Weld-on, Disc
TR-AS8.4K-2.00-WO-DISC
8.4K, 2" Ball, Weld-on, Disc

ADJUSTABLE- 
SLEEVE LOCK
TR-CAC7K-2.00 
7,000 lb. Capacity 
2" Ball
TR-CAC12.5K-2.31 
12,500 lb. Capacity 
2-15/16" Ball

ADJUSTABLE-TOP 
LEVER LATCH
TR-CCA15K-2.31 
15,000 lb. Capacity 
2-15/16" Ball

DIRECT WELD, 
TWO-SPEED 
MEDIUM-DUTY 
JACK
TR-JSWD2S12K-FP 
12,000 lb. Lift Capacity 
Side wind 
w/front pull pin, 
crank handle 
w/spring return, 
Travel = 12.5"

SIDE WIND 
MARINE JACKS
TR-JSWWM1K-10 
1,000 lb. Lift Capacity 
Swivel, weld-on, 
w/6" caster, 
Travel = 10"
TR-JSWBM1.2K-10 
1,200 lb. Lift Capacity
Swivel, bolt-on, 
w/6" caster, 
Travel = 6"

TR-JSWBM1.5K-10 
1,500 lb. Lift Capacity
Swivel, bolt-on, 
w/8" caster, Travel = 10"
TR-JSWBMD1.5K-10 
1,500 lb. Lift Capacity 
Swivel, bolt-on, w/6" 
dual caster, Travel = 10"
TR-JSWFBM2.5K-28 
2,500 lb. Lift Capacity 
Fixed, bolt-on, w/jack, 
Travel = 15"-28"

*All gooseneck couplers with load-bearing pin meet SAE J2638 standard.

STRAIGHT TONGUE 
2K CAPACITY
TR-CS2KZ-1.88X2.00 
1-7/8" Ball, 2" Tongue, Zinc
TR-CS2K-1.88X2.00 
1-7/8" Ball, 2.5" Tongue, Oily
TR-CS2KZ-1.88X2.50 
1-7/8" Ball, 2.5" Tongue, Zinc
TR-CS2K-1.88X2.50 
1-7/8" Ball, 2.5" Tongue, Oily
TR-CS2KZ-1.88X3.00 
1-7/8" Ball, 3" Tongue, Zinc
TR-CS2K-1.88X3.00 
1-7/8" Ball, 3" Tongue, Oily

STRAIGHT TONGUE 
3.5K CAPACITY
TR-CS3.5KZ-2.00X2.00 
2" Ball, 2" Tongue, Zinc
TR-CS3.5K-2.00X2.00 
2" Ball, 2" Tongue, Oily
TR-CS3.5KZ-2.00X2.50 
2" Ball, 2.5" Tongue, Zinc
TR-CS3.5K-2.00X2.50 
2" Ball, 2.5" Tongue, Oily
TR-CS3.5KZ-2.00X3.00 
2" Ball, 3" Tongue, Zinc
TR-CS3.5K-2.00X3.00 
2" Ball, 3" Tongue, Oily

STRAIGHT TONGUE 
5K CAPACITY
TR-CS5KZ-2.00X3.00 
2" Ball, 
3" Tongue, 
Zinc
TR-CS5K-2.00X3.00 
2" Ball, 
3" Tongue,  
Oily

A-FRAME
TR-CS5KZ-2.00 
5,000 lb. Capacity
2" Ball, 
Black
TR-CA14K-2.31 
14,000 lb. Capacity
2-15/16" Ball, 
Black

YOKE STYLE 
A-FRAME
TR-CAY8K-2.00 
8,000 lb. Capacity
2" Ball, 
Black

TR-AAZ7K-2.00, with Grade 8 Bolts/Nuts TR-CS2KZ-1.88-2.00 TR-CS2KZ-1.88-2.50TR-CAC7K-2.00
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ELECTRIC JACK
TR-JE3.5K-24 
3,500 lb. 
Lift Capacity
12V DC 
powered 
w/manual 
override crank 
drop through 
bolt-on/ 
weld-on, 
Travel = 19.5"
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TR-JTWD7K-15 
7,000 lb. 
Lift Capacity
Top wind 
w/drop-leg, 
Travel = 15"
TR-JSWD7K-15 
7,000 lb. 
Lift Capacity
Side wind 
w/drop-leg, 
Travel = 15"
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DIRECT WELD, 
MEDIUM-DUTY JACKS
TR-JSWD12K-FP 
12,000 lb. Lift Capacity
Side wind w/front 
pull pin, crank handle 
w/spring return, Square
TR-JSWD12K-SP 
12,000 lb. Lift Capacity 
Side wind w/side 
pull pin, crank handle 
w/spring return, Square

WINCHES SURGE ACTUATORS

HAND WINCHES
TR-WH1K
Single-speed, 
1,000 lb. Capacity, 
Zinc
TR-WH1.4K
Single-speed, 
1,400 lb. Capacity, 
Zinc

WINCH STRAPS
Nylon 2" x 26.2" 
Strap w/snap Hook

TR-WH1.6K
Single-speed Trailer Winch, 
1,600 lb. Capacity, 
Zinc
TR-WH2K
Two-speed Trailer Winch, 
2,000 lb. Capacity, 
Zinc

BRAKE WINCHES
TR-WB1K
Self-activating, 
1,000 lb. Capacity, 
Zinc
TR-WB1.5K
Self-activating, 
1,500 lb. Capacity, 
Zinc

TR-CCA15K-2.31, with Grade 8 Bolts/Nuts

ACCESSORIES & PARTS
TR-AJF-2.00
Jack Foot w/hardware, 
2" Tube, Zinc
TR-AJFHD-2.00 
Heavy Duty Foot w/hardware, 
2" Tube
TR-AJDL9.50-2.00 
Drop Leg w/hardware, 
9-1/2", 2" Tube

TR-AJC-6.00 
Removable 6" Caster Wheel, 
2" Tube
TR-AJBSP 
Bottom Support Plate 
for A-Frame Jacks
TR-AMBR-P 
Weld-on Retaining Mounting 
Bracket Plate

TR-AMBJT-2.00 
Tubular Mounting Bracket, 2" Tube
TR-AJCH12K
Crank Handle for 12,000 lb. Jack
TR-AJHTW-2K 
Replacement Jack Handle, 2,000 lb.
TR-AJHTW-5K 
Replacement Jack Handle, 5,000 lb. 

TR-AJHTW-7K 
Replacement Jack Handle, 
Top wind, 7,000 lb. Drop Leg Jack
TR-AJHSW-7K 
Replacement Jack Handle, 
Side wind, 7,000 lb. Drop Leg Jack
TR-AJGK-12K 
Replacement Gear Kit for 
12,000 lb. Drop Leg Jack

TR-AMJHSW-1K-1.5K 
Replacement Marine Jack Handle for 
Side wind, 1,000 lb., 1,200 lb., 1,500 lb.
TR-AMJMBK-1K-1.5K
Replacement Marine Jack 
Mounting Bracket Kit, 
1,000 lb., 1,200 lb., 1,500 lb.
TR-CRK1.88-2K 
Coupler Repair Kit, 1-3/4" Ball, 2,000 lb. 

TR-CRK2.00-3.5K 
Coupler Repair Kit, 
2" Ball, 3,500 lb.
TR-CRK2.00-5K
Coupler Repair Kit, 
2" Ball, 5,000 lb.
TR-AMBR-R 
Retaining Ring

TR-WH1KS 
1,000 lb. Capacity
TR-WH1.4KS 
1,400 lb. Capacity
TR-WH1.6KS 
1,600 lb. Capacity
TR-WH2KS 
2,000 lb. Capacity

TR-CS5KZ-2.00 TR-CAY8K-2.00

TR-WB1KTR-WH1K
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TR-AS7K-2.00-WO-DISC

TR-AS8.4K-2.00-WO-DISC

JACKS & COUPLERS

®

TR-JTWT2K-10 
2,000 lb. 
Lift Capacity
Top wind, 
Travel = 10"
TR-JTWT2K-15 
2,000 lb.  
Lift Capacity
Top wind, 
Travel = 15"


